
 

Multi-Head Configuration Brings SPEED to 
Counting...Without Sacrificing ACCURACY 
 

The Batchmaster® III Model 684 Tablet Counter (shown at left): 

            One 6 cubic foot stainless steel hopper metering tablets 

               to 8 vibratory tracks, each feeding a counting head, for 

        filling 4 bottles at once as indexed to the load station. 
 

Small Footprint  —  Big Output  — Outstanding Accuracy 
 

In-Line Applications Include: 
            Pharmaceutical Tablets, Capsules and Gels 
            Food such as frozen products, pasta, and candy 
            And a variety of Packaged Goods, to include: 
            Medical Devices, Toys, Plastics, Fasteners, etc. 
 

The Batchmaster® IIIX4 Counter (shown left) 
 

· One touch screen controls 4 processors 
· Each optic analyzes at 2,000 scans per second 
· Each track feeds at 300 linear inches per minute 
· Heads can discharge sequentially, in  
      combinations or via first available dump signal 
· Batch counts can be split between heads or each 

head can deliver a completed batch 
· Two-Part kits are collated two-tracks/head per part 
· System is expandable to suit your specifications 
· Covered by multiple patents 

ACCEPT 

REJECT 

 

www.batchingsystems.com 

www.batchingsystem.com 

Mission Statement 
 
To excel in providing cost-effective 
solutions to the “Batching and 
Packaging” needs of our customers, 
through highly engineered and 
customized systems that offer 
reliable and precise count accuracy, 
while at the same time providing 
maximum operational flexibility. 
This we will achieve by adopting a 
management  ph i losophy of 
continuous improvement, with 
emphasis on total employee 
involvement, which recognizes our 
employees as our business partners 
and our greatest asset. 

High Speed Counting Technology 

Nobody Does It Better! 

Introducing…. Batchmaster® III In-Line 



Power Requirements: 
120 VAC, 1 Phase, 60 Hz @ 10 Amps 
 

Air Requirements: 
Servo Drive—No air required 
 

Footprint: 
Depends on number of heads per configuration 
Height varies depending on configuration and adjustment 
 

Optics:            Product Size Range Per Optic: 
30-mm:           1/32” ball to 1/2” x 2.5” part 
60-mm:           1/16” ball to 1.25” x 4” part 
100-mm:         1/8” ball to 3” x  6” part 
            Interchangeable Optics Available 
 

Feed Rate:      up to 300 linear inches of product per minute per      
                        track 
 

Alternate Multi-Head Configurations:  
 

Batchmaster® IIIX__  Radial Counter 
Batchmaster® IIIX — Rotary Counter 

Without Cover 

Without 2 Gates 

Without Body 

Without 1 Gate 

Each 2 Gate 
Body 

Disassembles 
Easily Without 
Tools in Just 
Seconds for 
Cleaning. 
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BMIII Model 684 

  

Other Linear Models available: 
            Model 442: 6 cu ft hopper, 4 lane feed, 2 bottle index 
            Model 684: 6 cu ft hopper, 8 lane feed, 4 bottle index 
             
            Also available in 16 and 32 lane configurations 


